RealCable/PRO;

HD-MPO-SK REAL CABLE PRO
HDMI 2.1 Fibre Optic Kit SR HOECEE
Ultra High Performance

Enjoy 8k UHD (Ultra High Definition) transmission without any signal loss or latency, over distances of up to
500m, thanks to HDMI 2.1 technology and high-purity OM3* optical fiber.

Kit contents:
- 1 MPO-MPO optical cable (OM3*) with LSZH shielded
inner jacket, customizable length (see page 2)

- 1 pair of MPO-HDMI 2.1 optical connector cables
(TX+RX, 1 meter each)

- 1 pair of MPO couplers

- 1 pair of Keystone jacks for installing the MPO couplers. %

Source Side Display Side

REAL CABLE TECHNOLOGY & PERFORMANCE

You benefit from REAL CABLE's expertise at the service of your image. Innovation is at the heart of our
cables.

Maximum performance:
Designed with a pure OM3* optical core, this cable significantly reduces transmission losses. It eliminates
interference and radiation problems, even when carrying very high-frequency signals.

Uncomplicated installation:
No specific direction is required between the source and the screen.

Future-proof technology:

Thanks to a fiber optic design offering bandwidth of up to 600Gbps, the solution is future-proof. By simply
replacing the MPO-HDMI connectors, you can upgrade to a higher HDMI version, such as HDMI 2.1 or
beyond.

8K UHD & HDR: Unparalleled picture quality.

Enjoy 8K Ultra HD resolution with 4:4:4 color sampling and a refresh rate of up to 60 frames per second.
Compatible with the most advanced HDR formats: Dolby Vision, HDR10+... for exceptional color depth and
contrast.
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Reallable

Spécifications

Distance up to 500 m

Data Rate up to 48 Gbps

Resolution 8K@60Hz

Chroma Sampling Rate 4:4:4

Audio Return Channel Yes

Supported Features HDMI High Speed/ HDR (Dolby Vision,HDR10+) HDCP v2.3 BT.2020 Deep Color
LED status indicator at TX & RX HDMI connector powered LED verifies connectivity
Power Supply TX: 0.5W RX: 0.5W; 5V DC

Temperature / Humidity -04'F- 158F (-20'C - 70%()/ 0% - 90% RH

Power Supply TX: 0.5W RX: 0.5W; 5V DC

Cable Jacket LSZH OR TPE jack

Fiber optic cable pull strength 60 Pounds

Bend radius 5mm

Available lengths

« HD-MPO-8K/5M 5M EAN Code: 3700195862724
. HD—MPO—8K/16M 10M EAN Code: 3700195862731
. HD—MPO—SK/]SM 15 M EAN Code: 3700195862748
. HD—MPO—8K/26M 20 M EAN Code: 3700195862755
. HD—MPO—8K/25M 25 M EAN Code: 3700195862762
. HD—MPO*SK/B(SM 30 M EAN Code: 3700195862779
. HD—MPO—8K/46M 40 M EAN Code: 3700195862786
. HD—MPO—8K/50M 50 M EAN Code: 3700195862793
*OM3

OM3 is a type of multimode optical fiber specifically designed for high-speed transmissions.

What is OM3 cable used for?

- Transmitting large amounts of data very quickly, with a throughput of up to 10Gbit/s over 300 meters, or
even more with suitable equipment.

- It is ideal for highly demanding video applications, such as 8K HDMI 2.1 transmission, thanks to its ability to
reduce losses and electromagnetic interference.

- The OM3 uses 850 nm laser light, making it more efficient than multimode fibers (OM1 or OM2).

- It is often used in data centers, professional audiovisual networks, and now in long-distance HDMI fiber optic
solutions like those from REAL CABLE.
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